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GLASS PANEL 
REPLACEMENT KIT

(For control panels with glass)

INSTALLER: Leave these instructions with consumer.
CONSUMER: Retain for future reference. (24189-63 Model shown)

Table 1 Glass Panel Model # 

Echelon Diamond 
Grills 

Grill 
Models E660i E790i E1060i

E1060s
Grill control 

panel
Power burner 
control panel

Digital 24194-63 24189-63 24184-63  24184-63  23278-16

Analog 24194-71 24189-71 24184-71 24184-71 23278-16

Double Side Burner 23281-18

Power Burner 23278-16

Griddle 24194-66

Pizza Oven 5660-04

Tools Required:

Phillips-head screwdriver 

Stubby phillips-head screwdriver

11/32" wrench

Pliers

This kit is specifically designed for Fire Magic appliances that feature control panels with black glass.
See Table 1 below for glass panel model numbers and product compatibility.

 Installation of this conversion kit must only be performed by a qualified professional 
service technician.
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REMOVE OLD GLASS PANEL
Refer to the section below applicable to your appliance:

1.	 Turn off the gas supply to the unit. Turn off the thermometer power switch or light switch (as applicable) 
and disconnect the power supply from the power source.

2.	 Using a Phillips-head screwdriver, unscrew and remove 
the control panel fastener screws and washers (located 
on the left and right front face of the control panel). Retain 
the screws and washers for later re-installation.

3.	 Gas Grills, Griddles and Power Burners: Slide the drip 
tray(s) outward and place a protective material (towel 
or similar) on top to prevent damage when resting the 
control panel.
Pizza Ovens, Double Side Burners: Add support (See 
Fig. 2-1) with a protective material (towel or similar) 
beneath the control panel to allow it to rest securely in 
place. Height of support will vary on the appliance. 
Measure from the floor to the bottom of the control 
panel for an appropriate support height.

4.	 Carefully open the control panel by lifting and pulling the 
control panel from the frame, allowing it to rest in place via the chains or onto the added support. 

Important:	 When opening, take caution to not damage any wiring.
5.	 Disconnect and remove the following shown in Fig. 2-2 and Fig. 3-1 (on the next page) that are securing 

the glass panel. Reference bullets below as applicable to your appliance: 
•	 Disconnect the digital thermometer connectors. See Fig. 2-2, A.
•	 As applicable, remove ALL screws, nuts and washers securing the glass panel: 

	◦ end caps (see Fig. 2-2, B)
	◦ LED disk(s) (see Fig. 2-2, C)
	◦ digital thermometer(s) (see Fig. 2-2, D)

REMOVE OLD GLASS PANEL

Fig. 2-1 Support for control panel

Protective material

Pizza oven shown here

Support 

Fig. 2-2 Disconnect control panel

E660i model shown here. 
Your model may vary.

End cap
End cap

LED disk

A REMOVE NUTS, SCREWS AND WASHERS 
(if equipped)

Control panel flangeDigital thermometerD

B

BC
Disconnect

Make note of ALL the disconnections for easy re-connection at the end.

Proceed to the following page for further disconnections.
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	◦ Pizza Ovens only: remove nuts and set aside status light 
plate (see Fig. 3-1, E)

•	 Remove nuts along top and bottom of the control panel flanges 
holding the glass panel (except one on top and one on bottom). 
See note.

Note:	 Leave 2 nuts installed (one top and one bottom), (or 3 for 
E1060 grills) to safely keep the old glass panel in place 
temporarily until ready for removal. See Fig. 3-2, F.

6.	 If equipped, remove the digital thermometer(s) and set aside. Be 
sure to keep it in a clean, dust free environment. See Fig. 3-2, G.

7.	 If equipped, lift off the LED disks and place them aside, away from 
the glass panel (do not disconnect wires). See Fig. 3-2, H.

8.	 If equipped, lift off the pizza oven status light plate and rest it away from the glass panel, do not disconnect. 
See Fig. 3-1, E. 

REMOVE OLD GLASS PANEL (CONT.)

9.	 Gas Grills, Griddles & Pizza Ovens: 
•	 With the help of a second person, hold the control panel in place 

and gently detach the chains from the end caps, (using pliers). 
See Fig. 3-3, I. 

•	 Relocate the chains to the control panel screw holes used to fasten 
to grill body. See Fig. 3-3, J.

•	 Allow the control panel to rest via the newly-relocated chains.

Fig. 3-1 Pizza oven status light plate 

Remove 
nuts and set 
status light 
plate aside 

(Pizza ovens only)

E

Status light 
plate

Fig. 3-3 Chain Relocation 

Relocate chain here

I

J

Detach chain

Fig. 3-2 Set a side features and relocate chain

Your model may vary

G H

F FLeave installed Leave installed

Continue to the following page for glass panel removal.
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10.	Remove an end cap by pushing inwards toward the center 
of the control panel (see Fig. 4-1), then carefully pull it 
outward from the front of the control panel (see Fig. 4-2).

Important:	 It may be needed to lift the chain with the help 
of a second person to clear the end cap when 
removing.

11.	Repeat for the other end cap.
12.	Remove the remaining nuts on control panel flanges (used 

temporarily) in preparation for glass panel removal.
Important:	 Take caution of the glass panel when it is no 

longer supported by the temporary nuts.
13.	Carefully remove the glass panel:

a.	Lift the top portion and push outwards on right hand 
side of the glass panel upward as shown in Fig. 4-3, A. 

b.	Shift the glass panel to the center of the left side 
opening. See Fig. 4-3, C. 

c.	Shift the panel to the left, giving the right-end of the 
glass panel clearance for removal. See Fig. 4-3, D 
and E. 

Note:	 It may be needed to lift the chain with the help of a 
second person to clear the glass panel when removing.

d.	Lift the right-end upward, then completely remove the glass panel. See Fig. 4-3, E. 

GAS GRILLS

Fig. 4-2 Remove end cap

Pull outward

(Front of 
control panel)

End 
cap

E660i model shown here. 
Your model may vary.

Fig. 4-1 Push end cap inward

Push 
inward

(Inside view of 
control panel)

End 
cap

E660i model shown here. 
Your model may vary.

Fig. 4-3 Remove glass panel

Remove glass

D

C

A
B

SIDE VIEW 
(glass panel)

A.	 Lift up top portion of glass
B.	 Shift glass to center of opening
C.	 Shift panel to the left
D.	 Raise out from right side and remove

(Control panel 
resting on chains 

and drip tray)

A

FRONT VIEW

Push 
glass 

outwards
Glass panel

REMOVE OLD GLASS PANEL (CONT.)

E660i model shown here. 
Your model may vary.
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INSTALL NEW GLASS PANEL
1.	 Ensure to clean and clear surfaces supporting the glass 

frame work of control panel from grease, food particles, 
etc. 

2.	 Take the new glass panel and peel back the protective 
film on the left and right sides as shown in Fig. 5-1.

Note:	 The film can be completely removed once installation 
is complete.

3.	 Place the new glass panel into the control panel by 
reversing the steps used to remove the old glass panel.

Important:	 It is recommended to have the help of a 
second person to support control panel 
and adjust chains as needed to install the 
new glass panel.

4.	 Hand tighten two or three nuts onto control panel flanges 
to temporarily hold the new glass panel in place. 

5.	 Reinstall the end caps. See Fig. 5-2. For easiest 
installation, insert the end cap with the bottom pointed-
side first.

6.	 Ensure the end caps are positioned correctly with the 
holes properly aligned, then secure using the previously 
removed screws. See Fig. 5-3 for screw size details.

Important:	 DO NOT OVERTIGHTEN THE SCREWS.
7.	 Reattach chains back to end caps. See Fig. 5-4, A (and 

Fig. 3-4 if needed). 
8.	 Place washers (if equipped) and nuts; hand-tighten 

nuts (DO NOT FULLY TIGHTEN) along the top and 
bottom flanges that are to secure the glass panel. See 
Fig. 5-4, B.

9.	 Using your hands, firmly compress the top and bottom 
flanges to minimize air gaps on the glass. See Fig. 5-4, C.

Note:	 Having a second person to do the compressing is 
highly recommended.

10.	While holding/compressing the flanges, use a 11/32" 
wrench to secure ALL control panel flange nuts. See 
Fig. 5-4, D. 

Important:	 Only give a 1/4 turn on each nut to prevent 
overtightening.

Fig. 5-1 Peel film on left and right side only

Peel back film 
on left and right 
sides of glass

1" min.

(New glass panel)

Fig. 5-2 Install end caps

(Front of 
control panel)

Insert 
end 
caps

Bottom side

Fig. 5-3 Secure end caps

Short screw

Long screws

INSTALL NEW GLASS PANEL 

Fig. 5-4 Hand tighten nuts on top and bottom of glass 

B C D
Compress top and 

bottom flangesHand-tighten nuts 
(along top & bottom of glass)

Tighten all nuts, with a 11/32" 
wrench 

while compressed
(1/4 turn on each nut ONLY)

1/4 Turn

E660i model shown here. 
Your model may vary.

Reattach chains to end caps  Reattach chains to end caps  

A
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Pizza Oven Status Light Plate
•	 Ensure front of status light plate is clean before 

installation.
•	 Place status light plate. See Fig. 6-2.
•	 Ensure it is laying flat and flush against glass. 

•	 Secure into place using nuts (DO NOT OVERTIGHTEN, 
give 1/4 turn on each nut).

11.	Install the appliance features (as applicable). Reference bullets and Fig. 6-1 below:
LED Disk(s)
•	 Place disks completely inside circular cutouts.
•	 Ensure wire connectors are oriented as shown in Fig. 6-1.
•	 Ensure the disks are laying flat and flush against the glass. 
•	 Secure in place using nuts (DO NOT OVERTIGHTEN- give 1/4 turn on each nut).
Digital Thermometer(s)
•	 Ensure front of thermometer is clean before installation.
•	 Place digital thermometer completely inside designated cutout.
•	 Ensure it is laying flat and flush against the glass. 
•	 Secure in place using nuts (DO NOT OVERTIGHTEN, give 1/4 turn on each nut).
•	 Reconnect thermometer connectors that were previously disconnected.

Note:	 It is recommended to apply dielectric grease to all male connectors to ensure conductivity and prevent 
moisture from affecting the contact.

INSTALL NEW GLASS PANEL (CONT.)

Fig. 6-2 Pizza oven status light reinstallation 

Install status light plate

Pizza ovens only

Fig. 6-1 Install appliance features 

Install LED disks

Install digital thermometer

REINSTALL CONTROL PANEL
1.	 Carefully close the control panel. 
Note:	 Take care to not damage or kink any wires or harnesses as the control panel is being installed. 
2.	 Resecure the control panel. Ensure that it is flushed against the front wall of the enclosure. 
3.	 Test and inspect the unit. 
4.	 If appliance is encountering any issues with alignment contact tech support. 


